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of subpart H of this part, the Periodic
report shall include the information
listed in paragraphs (h)(3)(iii) (A)
through (E) of this section for each
process.

(A) Product process equipment train
identification;

(B) The number of pressure tests con-
ducted;

(C) The number of pressure tests
where the equipment train failed either
the retest or two consecutive pressure
tests;

(D) The facts that explain any delay
of repairs; and

(E) The results of all monitoring to
determine compliance with § 63.172(f) of
subpart H of this part.

(iv) Any change in the information
submitted under paragraph (h)(2) of
this section shall be provided in the
next Periodic report.

§ 63.1364 Compliance dates.
(a) Compliance dates for existing

sources. (1) An owner or operator of an
existing affected source must comply
with the provisions of this subpart
within 3 years after June 23, 1999.

(2) Pursuant to section 112(i)(3)(B) of
the CAA, an owner or operator of an
existing source may request an exten-
sion of up to 1 additional year to com-
ply with the provisions of this subpart
if the additional time is needed for the
installation of controls.

(i) For purposes of this subpart, a re-
quest for an extension shall be sub-
mitted no later than 120 days prior to
the compliance date specified in para-
graph (a)(1) of this section, except as
provided in paragraph (a)(2)(ii) of this
section. The dates specified in § 63.6(i)
of subpart A of this part for submittal
of requests for extensions shall not
apply to sources subject to this sub-
part.

(ii) An owner or operator may submit
a compliance extension request after
the date specified in paragraph (a)(1)(i)
of this section provided the need for
the compliance extension arose after
that date and before the otherwise ap-
plicable compliance date, and the need
arose due to circumstances beyond rea-
sonable control of the owner or oper-
ator. This request shall include the
data described in § 63.6(i)(8)(A), (B), and
(D) of subpart A of this part.

(b) Compliance dates for new and re-
constructed sources. An owner or oper-
ator of a new or reconstructed affected
source must comply with the provi-
sions of this subpart on June 23, 1999 or
upon startup, whichever is later.

§ 63.1365 Test methods and initial com-
pliance procedures.

(a) General. Except as specified in
paragraph (a)(4) of this section, the
procedures specified in paragraphs (c),
(d), (e), (f), and (g) of this section are
required to demonstrate initial compli-
ance with § 63.1362(b), (c), (d), (f), and
(g), respectively. The provisions in
paragraph (a)(1) of this section apply to
design evaluations that are used to
demonstrate compliance with the
standards for process vents and storage
vessels. The provisions in paragraph
(a)(2) of this section apply to perform-
ance tests that are specified in para-
graphs (c), (d), and (e) of this section.
The provisions in paragraph (a)(3) of
this section describe initial compliance
procedures for flares. The provisions in
paragraph (a)(5) of this section are used
to demonstrate initial compliance with
the alternative standards specified in
§ 63.1362(b)(6) and (c)(4). The provisions
in paragraph (a)(6) of this section are
used to comply with the outlet con-
centration requirements specified in
§ 63.1362(b)(2)(iv)(A), (b)(3)(ii),
(b)(4)(ii)(A), (b)(5)(ii), and (b)(5)(iii).

(1) Design evaluation. To demonstrate
that a control device meets the re-
quired control efficiency, a design eval-
uation must address the composition
and HAP concentration of the vent
stream entering the control device. A
design evaluation also must address
other vent stream characteristics and
control device operating parameters as
specified in any one of paragraphs
(a)(1)(i) through (vii) of this section,
depending on the type of control device
that is used. If the vent stream is not
the only inlet to the control device, the
efficiency demonstration also must
consider all other vapors, gases, and
liquids, other than fuels, received by
the control device.

(i) For an enclosed combustion device
used to comply with the provisions of
§ 63.1362(b)(2)(iv), (b)(4)(ii), (c)(2)(iv)(B),
or (c)(3) with a minimum residence
time of 0.5 seconds and a minimum
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